SINGLE ROW, FLAT TOP LOCKERS

GENERAL INSTRUCTIONS:

1) PLEASE READ COMPLETE
ASSEMBLY INSTRUCTIONS BEFORE
ATTEMPTING TO ASSEMBLE LOCKERS.
FOR ACCESSORIES, SEE SHEET 3.

2) CHECK THE MATERIAL TO BE
SURE THAT IT IS CORRECT FOR THE
JOB AND THAT THERE IS NO
DAMAGE.

3) BE CAREFUL TO USE THE
CORRECT HARDWARE SPECIFIED. USE l
BOLT NO. 1 ALL AROUND WITH BOLT

HEADS OUT EXCEPT AS NOTED.

4) LOCKERS SHOULD BE ASSEMBLED LEG ﬂ
IN GROUPS AS INDICATED ON THE
ORDER OR DRAWINGS.

5) THE ESSENTIAL TOOLS REQUIRED
FOR ASSEMBLING LOCKERS ARE: A i P
REGULAR SCREWDRIVER, TWO DRIFT Z
PINS (OR TWO NAIL PUNCHES) FOR Z
HOLE ALIGNMENT, AND A 3/8" \ %
SOCKET WRENCH.
TOP/BOTTOM

DOOR & FRAME

ASSEMBLY

6) LOCKERS SHOULD BE
ASSEMBLED ON A FLAT LEVEL
SURFACE AND ANCHORED PER
SHEETS 5 & 6.

HARDWARE:

gl i

0. 1 SLOTLESS NO. 2 SLOTLESS

BOLT & NUT BOLT & NUT
LOCK HOLE #10 x 3/8" #10 X 1/2”
FILLER ROUND HEAD ROUND HEAD

NOTE: FOR HEAVY DUTY LOCKERS, USE NO. 2 BOLT ONLY.

OPERATION #2

BOLT A SIDE, WITH FLANGE IN, TO OPERATION #1
ASSEMBLY (OMIT 2 BOLTS NEAR BOTTOM REAR FOR LEGS,
IF REQUIRED). BOLT A SHELF WITH FLANGES DOWN &
45" FLANGE IN FRONT, TO THE SIDE AT DESIRED

LOCATION (E.G. 97, 12", ETC.).

COAT HOOK

BOTTOM

OPERATION #1

BOLT A TOP, BOTTOM, AND HOOK TO A BACK. THE TOP

AND BOTTOM (IDENTICAL) MUST HAVE FLANGES DOWN.
BACK TO HAVE FLANGES UP & FLANGE BEVEL AT TOP.
HOOK TO MOUNT BELOW SHELF LOCATION.

BEVEL

SINGLE
PRONG
COAT HOOK

OPERATION #3

BOLT SIDE HOOKS IN PLACE BELOW SHELF (USE NO. 2
BOLTS FOR HOOKS TO BE BACK TO BACK WITH THE SIDE
BETWEEN EACH COMPONENT). USE NO. 1 BOLTS ON TOPS,
BOTTOMS, SHELVES AND BACKS. PLACE EACH OF THE
ABOVE COMPONENTS SIDE TO SIDE WITH A LOCKER SIDE
SHEET BETWEEN AND BOLT IN PLACE. ATTACH COAT RODS
IF REQUIRED (SEE ACCESSORIES PAGE). REPEAT THIS
OPERATION UNTIL REQUIRED LOCKER UNITS ARE ASSEMBLED.

NO. 1 BOLT
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